SPECIFICATIONS

SPECIFICATIONS

Crawler Crane !1|I!Ii||l||H1I|IU|II

| ”H Unit : mm

Lé—ﬂ@(;‘l )

ér_ll [

3209
I'iit I &) ;
[ i
I
4360(3300)
pazs:
Maximumn Lifting Load txm 55%3.7 e
Basic Boom Length m 10
Maxirmurmn Boom Length m g0
Jib Boom.Length m Gto 15 B
Boom + Jib Boom Length m 43+ 15 T
Main Hoist Wire Rope Speed (Hoist/Lower) m/min *100/65/32
Aux. Hoist Wire Rope Speed (Hoist/Lower) m/min *100/ 65/ 32
Boom Hoist Wire Rope Speed {Raise/Lower)m/min *53 i
Swing Speed min~" (rom) 4.0 (4.0) E
Travel Speed kmv/h *1.711.4 T
Gradeability % {Degree) 40 (22)

Engine Name

Hino Diesel Engine HO7C-T

Engine Rated Horse Power  kW/min~" (PSirpm)

132 /2 000 (180 / 2 000)

Ground Pressure kPa (kgficm?®)

66.6 (0.68)

Operating Mass t

52.3 (with 10 m boom -+ 55t hook) ™

NOTE: Sf units are used for specifications. In parenthesis, conventional units are also fndina!e_d-:
Speeds marked with “" should be referred to only when the machine is used as a crane.
that “" marked values may vary depending on load applied.
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SPECIFICATIONS

WORKING RANGES

Maximum Jib Offsat Angle: 30°

T {under load)
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—— 43m Booam + 15m Jib Boom
43m Boom + 15m Jib Boom

7/

45
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;3 43m Boom + 12m Jib Boom

2/ ]
y

@ “1
40 = g:;mgnom + 8m Jib Boom
» -~ \ m Boom + 15m Jib Boom
— \/ %— 52m B
aom
3 34 \ L 37m Boom + 12m Jib Boom
"\--_h \.‘
= SNAARN
Boom Length 2 N w 49m Boom
n o~ - \ /7~ 37m Boom + 9m Jib Boom
z A ‘ A K"i 46m Boom
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40m Boom
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37m Boom
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f £ 25m Boom
7{ = 22m Boom
5 yd \ 19m Boom
L~ & 16m Boom
> 13m Boom
— 10m Boom
0 i5 5 0 15 20 i 10 35 36

Working Radius (m)

MaEs-12.001
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SPECIFICATIONS
TUBULAR CHORD CRANE BOOM RATED LOAD (JI1S Rating) U
gg;“u";ﬂ Boom Length {m)
(m) 10 | 13 16 18 | 22 | 25 | 28 | a 34 | a7 | 40 | 43 | 48 | ag
3.7mx
3.5 55.00 |3-7mX
X 1 X A.m s
40 | 51.20 | 51.00 [44MX
45 | 4230 | 42.20 | 42.15
5.0 35.80 | 35.75 | 35.65 | 35.65
55 | 31.50 | 30.95 | 30.85 | 30.85 | 30.45
G.1mx [6.7mx
60 | 27.35 | 27.25 | 27.20 | 27.15 [ 27.10 [6.1mX o
X . . 1 a7 . 21, i 7.amx [ 7.8mx
7.0 | 2205 | 2185 | 21.85 | 21.85 | 21.75 | 21.70 | 2185 oy | o
8.0 18.45 | 18.30 | 18.25 | 18.20 | 18.10 | 18.05 | 18.00 | 17.05 | 17.85 E-g'g{i
9.0 1530 [ 1570 | 1560 | 1555 | 15.45 | 1540 | 1530 | 15.25 | 15.20 | 1510 | 15.00 ?;:"35';
9.8mx 10.1mx[10.7mx 11
10. 70 | 1 a. 1 30 | 13 13.10 | 13. ) ;
00 |7 cey | 1370 | 1360 | 13.50 | 1345 | 13.40 | 13.30 | 13.25 | 13.15 | 13.10 00 | 1205 IOIMXN1D.Tm> ;
12.0 10.70 | 10.75 | 10.65 | 10.60 | 10.55 | 1045 | 10.40 | 1030 | 10.20 | 10.10 | 10.10 | 10.00 | 0.0 g
14.0 1%‘&‘"‘ 880 | 875 | 855 | 860 | 850 | 845 | 835 | 825 | 815 | 615 | 605 | 795 7
16.0 120m*| 7.35 | 7.25 | 7.20 | 7.10 | 7.05 | 695 | 685 | 675 | 675 | 665 | 6,55 6
18.0 "T60%| 625 | 615 | 605 | 600 | 590 | 580 | 570 | 565 | 560 | 550 s
20.0 545 | 535 | 525 | 515 | 510 | 500 | 490 | 485 [ 475 | 45 | 4
220 Eﬁ?tx 470 | 480 | 450 | 440 | 430 | 420 | 420 | 410 |3
24.0 ziasgl" 405 | 400 | 390 | aBo | 370 | 365 | 3.55
95,4m x
26.0 Soer | 355 | 845 | 335 | 325 | 220 | a0
26.0 315 | 305 | 2905 | 285 | 280 | 270
30.0 275 2.B65 2.50 245 2.30
32 30.6m x 2, ; 2,00
32.0 | 23 20 | 210
33.2mx
34.0 e | 195 | 188 | 178
36.0 B8.8mX| 160 | 1.50
1.754
NOTE:1. Crane capacities shown above are determined 5. Be sure to fully extend the side: fr
according to JIS and do not exceed 78 % of fore operating the machine.
tipping load with crane standing on a firm, lev- 6. Correlations between the number
el surface. Forward stability is 1.15 or more. maximum rated loads, hook wﬂfg
2. To calculate the maximum load that can ac- shown in the table below.
tually be lited, deduct weight of all lifting ac- —
cessories, such as main hook, from figures | Hook *\E:;; Maximum Rated Load (1)~
(Capachy[Weight 3 B
snown above. . ) | () P Folish Falisl? Fatsle Falsls Fats]t Falisfs Fal
3. Working radius is the horizontal distance from 1525 (260 195,
the swing center to the center of gravity of a | *>0 1 070 1550 5201455 39,0325 1 26.0 |19
lifted load. 30.0 | 0.35 30.0 | 26.0 _1__!__'r_f~
4. Counterweight weighs 18.7 t. 5.0 | 0.3z :1_:_;
65 | 0.26
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i SPECIFICATIONS
tef AUX. JIB RATED LOAD (JIS Rating) Unit - 1
w2 )

b | Warking a8

— Radius oom Length (m)

{m) 13 16 18 22 25 28 N 34 ar 40 43 46 49

j 4.5 4.7m=

6.50

- 5.0 650 |5-2mx

el Bt 6.501
5 . 6.50 |S8mx
. 5 6.50 e
Gamx
2 6.0 650 | 650 | 650 |6 i
1z 7.0 650 | 650 | 650 | 650 | G50 |7-5mX
| 5501
1l 80 | 650 | 650 | 650 | 650 | 650 | G50 |B.1mX [BFmx
6.501 | 6,501
2.0 650 | 650 | 650 | 650 | 650 | 650 | 650 | G50 [9.2mK |9.8mx
650t | 6.501

100 | 650 | 650 | 6. : ! ! ' .60 {104mx [10.8mx 111,53
0 650 | 650 | 650 | 650 | 650 | 650 | 650 | B [104mx[109mx)i1.5m

12.0 650 | 650 | 650 | 650 6.50 650 | 650 | 650 | 650 | 650 | 6.50 | B.50 6.50

140 [135mx| g5 | 650 | 650 | 650 | 650 | 650 | 6.50 | 650 | 650 650 | 650 | 650

6.50t
16.0 B.50 | 650 | 650 | 650 | 650 | 650 | 650 | 650 | 6.50 | 650 | 650 | 645
18.0 1%;’3{* 6.25 | 610 | 605 | 595 | 590 | 580 | 570 | 570 | 580 | 550 | 540
20,0 ‘55-";{;" 530 [ 525 | 510 | 505 | 500 | 490 | 485 | 475 | 465 | 455
220 21-3;’:‘ 455 | 445 | 440 | 430 | 420 | 415 | 405 | 400 | 3.80
24.0 2‘:%" 3.90 | 385 | 375 | 365 | 365 | 255 | 345 | 2.35
26.0 350 | 340 | 330 | 3.20 | 315 | 306 | 295 | 285
28.0 233;":‘ 3.05 | 205 | 285 | 280 | 265 | 255 | 240
30.0 29.1mx | o ) A5 2.05
opay | 260 | 250 | 245 | 230 | 2
32.0 31.7m X ] 1,75
Jhay| 220 | 210 | 200 | 185
34,0 190 | 186 | 1.70 | 1.55 | 145
36.0 Pa3mxt yen | 145 | 185 | 1.20
: 1,851
VOTE: 1. Crane capacities shown above are de- 3. Working radius is the horizontal dis-
termined according to JIS and do not ex- tance from the swing center to the cen-
ceed 78 % of tipping load with crane ter of gravity of a lifted load.
standing on a firm, level surface. For- 4. Counterweight weighs 18.7 t.
ward stability is 1.15 or more. 5. Be sure to fully extend the side frames
2. To calculate the maximum load that can before operating the machine.

actually be lifted, deduct weight of alf lift-
ing accessories, such as main and aux.
hooks, fram figures shown above.

Hook Weight
55 t Hook 0.70 1
30 1 Hook 0.361
15 t Hook 0321t
6.5 t Hook 0.26 t
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SPECIFICATIONS
MAIN BOOM RATED LOAD WITH AUX. JIB ATTACHED (JIS Rating) Uit 1

\warking Boom Length (m)

(m} 13 16 19 | 22 | 25 | 28 a1 34 37 | a0 | a3 46 | 49
3.8 3;_"_:',;

4.0 50.70 ‘1;?0’:

4.5 41.90 | 41.85

50 | 8545 | 3535 | 3535

55 | 30.65 | 30.55 | 30.55 | 3015

60 | 2695 | 2600 | 26.85 | 26.80 gfgﬂ’: g;fgn’:

70 2165 | 21.55 | 21.55 | 21.45 | 21.40 | 2135 zgf;n’: "1'-;%":

8.0 18.00 [ 17.95 | 17.80 | 17.80 | 17.75 | 17.70 | 17.65 | 17.55 ?i';fgu’:

8.0 1540 | 15.30 | 15.25 | 15.15 | 1510 | 15.00 | 14.95 | 14.90 | 14.80 | 14.70 igﬂgﬂ’:

100} 1340 | 13.30 [ 13.20 | 13.15 | 1310 | 13.00 | 12.95 | 1285 | 12.80 | 1270 | 12.65 15'%1;"5;‘ 1?&"‘&:‘
12.0 10.40 | 10,45 | 10.35 | 10.30 | 10.25 1015 | 10.10 | 10.00 5.90 9.80 8.50 .70 8,60
14.0 129-“6'&* 850 | B4S | 835 | 830 | 820 | 815 | 805 | 785 | 7.85 | 7.85 | 7.75 | 7.85
16.0 1?";'&" 705 | 695 | 690 | 680 | 675 | 6.65 | 655 | 645 | 645 | 635 | 6.25
18.0 "’é-_“-“'e&" 595 | 585 | 575 | 570 | 560 | 550 | 540 | 535 | 530 | s20
20.0 515 | 505 | 485 | 485 | 480 | 470 | 460 | 455 | 445 | 428
22.0 E%ﬂ"‘* 440 | 430 | 420 | 410 | 400 | 390 | 390 | 2.80 | a70
24.0 Eﬂ'iﬁzgf 375 | 370 | 360 | 350 | 340 | 335 | 325 | a1s
26.0 E%ﬂlx 325 | 346 | 305 | 295 | 290 | 280 | 270
33&” 285 | 275 | 265 | 256 | 250 | 240 | 225 ":
30.0 245 | 235 | 220 | 215 | 200 | 100 |
32.0 3%3';" 205 | 180 | 1.80 | 170 130’
34.0 33-'.'%'2;( 185 | 1.55 | 145 1,an;§
6.0 145 | 180 | 120 | 1200

NOTE:1. Crane capacities shown above are determined
according to JIS and do not exceed 78 % of
lipping load with crane standing on a firm, lay-
el surface. Forward stability is 1.15 or more.

5. Be sure to fully extend the side f 7
fore operating the machine. ;
6. Correlations between the number. .
maximum rated loads, hook weigi

2. To calculate the maximum load that can ac-
tually be lifted, deduct weight of all lifing ac-

shown in the table below.

e

b=

cessories, such as main hook, from figures c"""* v:;;u Maimum Rated Load {)- -
apoeity
. ls;'lfh:::rnn: ﬁsi;s is the horizontal distance from |-t ® [ T2lof Fall7 Fals Fal Faaf Fmaf;
the swing center to the center of gravity of @ | 550 | 070 | 550|520 455|300 |32.5 | 26.0 i
lifted load. 30.0 | 0.36 a0.0 | 26.0 }E
4. Counterweight weighs 18.7 t. 15.0 | 0.32 i
65 | 0.26
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SPECIFICATIONS

i

JIB BOOM RATED LOAD (JIS Rating)

Unit & t
Maln Boom Lesgth (m) 22
Jib Boom Length {m) 6.0 9.0 12.0 15.0
10 30 10 ao 10 a0 10 30
B.50
5.50 9.9mx8.501 | 5.3m X 5.00t
6.50 B.50 5.00 11.9m X 5.00t[10.4m =< 4. 701 11.5m % 3,30t
5.500 6.50 5.00 5.00 4.10 13.9m = 4.101 3.20
6.50 6.50 5.00 5.00 4.10 4,10 3.30 15.9m = 3.301
. B.50 6.50 5.00 5,00 4.10 4,10 3.30 3.30
. 6.15 B.25 .00 5.00 4.10 4.00 3.30 325
. 5.30 5.40 5.00 4.85 410 3.75 3.30 3.056
22.0 4,65 4.70 4,70 4.55 410 3.55 3.30 2.85
24.0 4.10 4.15 4.20 4.25 4.10 3.35 3.30 2.70
26.0 545 3.50 3.75 3.60 3.ED 3.20 3,30 255
28.0 26.1m X 3.451[26.5m = 3,351 315 3.40 3.40 3.06 3.10 245
30.0 28.9m % 3.001[25.5m x 2.851 2.90 2.5 285 230
32.0 I I8m X 2551 2.65 265 355
34.0 32.5m x 2.501 240 2.20
36.0 34.6m X 2.05t[35.5m x 2,101
Unit: ¢
Main Boom Langth (m) 25
Jib Boam Length {m) 6.0 9.0 12.0 15.0
I
: Angle {*
|'harking o) 10 30 10 a0 10 30 10 30
im)
B.1 "B.8m % 6.501
9.0 6.50 9.8m > 5.001
10.0 B.50 10.5m X 6.50t 5.00 11.0mx 4,101
12.0 6.50 6.50 5.00 12.5m*5.00t 410 12 1mx3.301
14.0 6.50 6.50 =00 500 4140 14.5m X 4,701 3.90
16.0 5.50 6.50 5.00 5.00 410 4.10 3.30 16.5m 3,20t
j 18.0 8.08 E.15 5.00 5.00 4.10 410 3.30 3.30
20.0 5.25 5.5 5.00 5,00 4,10 2.85 3.30 3.18
: 220 .55 465 4.65 .75 4,10 3.65 3.30 2.05
| 24.0 4.00 4.10 .10 4.20 3.90 3.45 3.30 2.80
" 260 3.55 360 3.65 370 | 5.70 3.30 3.30 2.65
28.0 3.00 3.05 3.25 3.30 3.30 3.20 3.15 2.55
: 30.0 ZH.7m X 2.801|20.1m % 2.75 2.75 2.05 2.05 3.05 3.00 245
320 31.5m= 2451 240 2.55 2.75 2,75 2.35
: 340 - F2.1mx 2.401 2.20 2.30 245 2.25
5 36.0 34.7mx1.901|35.1/m*1.951] _2.05 2.15
Unit : t
Maim Boom Length {m) 28
i Ib Baom Langth {m) 5.0 9.0 12.0 15.0
Ell'hlut{
ki .
Hri el 10 a0 10 a0 10 30 10 30
2l
94 6.50
10.0 6.50 11.1m X 6.50t]10.5m < 5,00t 11.6mxd, 10t
12,0 6.50 6.50 5.00 13.2m % 5.001 .10 12,7 M= 3,501
- 140 G.50 8.50 5.00 5.00 4,10 15.2m= 4,101 3.50
6.0 B.50 650 5.00 5.00 4.10 4,10 3.30 17.2m = 3.301
188 5,05 B.10 5.00 5, 4.10 410 3.30 330
. 200 5.10 5.25 5.00 5.00 4,10 4,00 3.30 3.20
L 220 4,45 4.55 4.55 .70 410 3.75 3.40 a.05
24 3.50 4.00 4.00 410 A 3.60 3.30 2.00
- 260 545 3.50 3.55 465 3.60 3.40 3.30 2.75
— 28,0 .05 310 ERE 3.20 3.20 3.20 3.25 250 |
1] 260 260 2.80 2.85 2.85 255 2.90 2.50
32, 31.3mx2.301|31.7m x2.30t] __ 2.35 240 2.55 265 2.60 2.40
=31y 205 2.0 220 2.40 2.35 2.30
38,0 34.1m X 2.001 [34.7m = .00t 1.85 2.10 2.05 2,80
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SPECIFICATIONS
Unit : ¢
Main Boom Length {m) 31
Jib Boom Length (e} 6.0 9.0 12.0 15.0 1
Oifset
i Angle {* .
Working ™ frole () 10 30 10 30 10 a0 10 30 R
{mj : g
4.3 ] |
10.0 6.50 11.Bm % 6.50t[11.7m x5.001
12.0 _B.50 6.50 500 _ |13.8m=5.00t[12.2m%4.100 13.4m= 3,301 — 1 3
4.0 B.50 6.50 5.00 5.00 4,10 15.Bmx4.10t 3.30
16.0 5.50 6.50 5.00 5,00 410 4.0 3.30 17.8m % 3,501
18.0 5.50 6.05 5.00 5.00 410 4,10 3.30 230
20.0 5.05 5.20 5.00 5.00 4,10 4.0 3.30 3.30
22.0 4.40 .60 445 4.65 410 .80 3.30 3.10
24.0 3.80 3.890 3.90 4.05 3.95 370 3.30 2,05
26,0 3.36 545 3.45 3.55 3.50 3.45 3.30 2.60
28.0 X 3.08 a.05 3.15 3.10 3.25 3.15 270
30.0 2.50 2.56 2.70 2.80 2,73 2.50 280 250
32.0 2.25 2.25 2.30 2.40 245 2.60 2.50 2.50
34.0 33.9m = 1,901 1.95 2.05 2 10 2,20 2,30 2.25 240
36.0 34.3m % 1.901 1,80 1.80 1.95 2.05 2.00 2.15

NOTE: 1. Crane capacities shown above are de-
termined according to JIS and do not
exceed 78 % of lipping load with crane
standing on a firm, level surface. For-
ward siability is 1.15 or more.

2. To calculate the maximum load that
can actually be lifted, deduct weight of
all liffing accessories, such as main
and aux. hooks, from figures shown

above.
Hook Weight
55 t Hook 0.70 1
30 t Hook 0.36 t
B 15 t Hook 03zt
6.5 t Hook 0.26t

3. Working radius is the horizontal di
fance from the swing center fo the e
ter of gravity of a lifted load. e

4. The offset angles shown are of
boom offset angle against Ihe
boom, under load.

5. Counter-weight weighs 18.7 t.

6. Be sure to fully extend the side: r‘r
before operating the machine.
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SPECIFICATIONS
Unit: t
Main Baom Lengih {m) a4
JIb Boam Lengih {m) 6.0 2.0 12,0 15.0
10 an [ ao 10 30 10 a0
10.6 6.50 11.7m= B.00t
12.0 6.50 12.4m X 6.501 5.00 12.09m= 4,100
14.0 6.50 B.50 5.00 14.4m X 5.001 .10 3.30
16.0 B.45 6.50 5.00 5.00 4.10 16.4m < 4.101 3,30
18.0 5.80 5.5 5.00 5.00 4.10 410 3.20 18.4m = 3.301
20.0 4.95 5.10 5.00 5.00 4.10 4.10 3.30 3,30
22.0 4.30 4.40 4.40 4.55 4,10 3.85 3.30 3.20
24.0 3.75 3.85 3.80 4.00 3.90 3.80 3.30 3.05
26.0 .40 3.35 .88 3.50 3.45 3.60 3.30 2.90
280 290 2.05 2.95 3.10 3.05 3.20 3.10 2.75
30.0 2.55 2.65 — 2.85 2.75 2,70 2.85 275 .65
2.0 2.10 215 2.35 2.45 240 2,50 245 2,50
3.0 1.85 1.85 1.90 2.15 2.0 235 250 2.35
38, 34.5m X 1.75135.0m = 1,701 1.50 1.85 1.85 2.00 1.95 230
Unit : 1
Kaln Booem Length m) az
Jib Byom Length {m) 6.0 8.0 12.0 15.0
10 30 10 a0 10 <li] 10 30
11.2m % 6.501
6.50 13.0m % 6.50([12.4m = 5.00t 13.5m = &.101
6.50 B.50 5.00 15.0m x 5.001 4.10 14.6m X 3,301
.30 B.50 5.00 5.00 410 17.0m*4,101 3.30
.70 5.90 5.00 5.00 4,10 4.10 3.30 19.0m * 3,501
2.85 5.00 4,05 5.00 4.10 4.0 3.30 330
4.20 4.30 4.30 4.50 4.10 4.05 3.30 3.25
5.65 3.75 3.70 300 3,80 3.80 3.30 310
3.20 325 3.25 3.40 3.35 355 3.15 2,95
2.80 2.85 2.85 .00 2,95 310 3.00 2.65
245 2,50 2.55 2.65 2.60 2.75 2.65 265
2.10 2.20 220 230 2,25 245 2.35 2.45
1.70 1.75 1.50 2.00 2.00 215 2.05 2.8
34.5m % 1.60t|35.2m = 1.451 1.65 1.75 1.75 1.65 1.80 1.85
X Unit : ¢
| -Main Boom Length fm) 40
5% Boom Length (m) 8.0 9.0 12.0 15.0
ormmy_ St
i {*)
Rading e 10 a0 10 30 10 30 10 a0
Cim)
1.9 B.50
120 B.50 13.6m X 6.501[13.0m % 5.00t
e 14.0 6.50 6.50 5.00 15.6m X 5.000 [14.1m X 4,101 15.2m X 3.301
— 16.0 .50 B.50 5.00 5.00 4.10 17.7m < 4.101 3,30
- 18.0 5.65 5.85 5.00 5.00 4,10 4.10 330 19.7m =330t
~__20.0 4.80 5.00 4.0 5.00 3.10 .10 3.30 3.30
- 220 4.15 4,30 4.55 4.45 4.10 4.1 3.30 3.30
. 4.0 3.60 .70 3.65 3.85 a4.75 4.0 3.30 315
26.0 3.5 3.20 3.20 3.5 3.25 3.50 3.30 3.00
~ 0 2.75 2.5 280 2.85 200 3.05 2.85 2.80
- Xi] 2.35 2,45 245 2.50 2.55 270 260 2.70
330 .05 2.10 2.15 2.25 2.20 2.40 2.25 250
—_24.0 75 1.85 1.86 1.05 1.80 210 1.95 2.20
36.0 50 1.55 1.60 1.70 1,65 1.80 1,70 1.80
~343—
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SPECIFICATIONS ' _ L
_‘I } -
Unit : ¢
Main Boom Length (m) 43 ]
Jib Boom Length (m) 6.0 8.0 120 15.0
DOifse ]
; b i
g P 10 30 10 30 10 30 10 30
{rm)
1.5 ] ;
2.0 12.5m* 6,500 13.6m % 5,001 i
14.0 6.50 14.3m X 5.501 5.00 18.7m x4, 70 15.9m % 3.30
16.0 6.50 E.50 5.00 16.3mX5.001] 4.0 3.30 ]
18.0 5.60 5.75 5.00 5.00 410 [TB3mxaiot .40 ]
20.0 4.70 4.50 4A0 5.00 4.10 410 330 [203m=3a0
22.0 4.05 420 4.15 4,35 410 4.10 3.0 330
Za.0 5.50 3.60 3.60 3.60 3.65 3.90 3.30 5.20
Z6.0 3.05 3.5 3.10 5.30 3.20 3,40 335 | a05
2E.0 2.60 275 2.70 2.85 2.80 3.00 2.85 280
30.0 275 2.35 235 2.50 2.40 2.60 250 275
320 1.50 2.00 2.00 215 .05 Z.30 215 | Z24p ]
34.0 .65 1.70 70 1.85 1.80 1.95 .85 270
36.0 T.40 1.45 1.45 1.60 1.55 .70 1.60 T80
. . . . . "
NOTE: 1. Crane capacities shown above are de- 3. Working radius is the horizontal clig=
termined according to JIS and do not tance from the swing center to the cen- .
exceed 78 % of tipping load with crane ter of gravity of a lifted load. i
standing on a firm, level surface. For- 4. The offset angles shown are of il
ward stability is 1.15 or more. boom offset angle against the mal

2. To calculate the maximum load that
can actually be lifted, deduct weight of
alf lifting accessories, such as main
and aux. hooks, from figures shown

above.
Hook Weight
55 t Hook 0.70 t
30 1 Hook 0.36 t
16 t Hook 0.32 1
“ 651 Hook 0.26 1

boom, under lpad.,
5. Counter weight weighs 18.7 ¢,
6. Be sure to fully extend the side fram

before operating the machine.
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SPECIFICATIONS P
3
MAIN BOOM RATED LOAD WITH JIB BOOM ATTACHED (JIS Rating) (1)
Maln Baom Length (m) 22
Jib Boam Length (m) 6.0 9.0 12.0
{‘lfh::
ey
vl Bl 10 30 10 30 10 30
im)
5.5 29.70 28.70 2055 28,55 29.40 Z0.40
6.0 26.35 26.35 26.20 26.20 26.05 26.05
7.0 21.00 21.00 20.85 20.85 20.70 20,70
B.0 17.35 17.35 17.20 17.20 17.05 17.05
50 14.70 14,70 14,55 14.55 14.40 14,40
10.0 12.70 12.70 12.55 12.55 12.40 12.40
T2.0 0.85 5.85 8.70 8.70 .55 0.55
14.0 7.90 7.50 775 7.75 760 760
6.0 6.50 B.50 6.35 6.35 6.20 B5.20
18.0 5.50 5.50 5.35 535 5.20 5.20
20.0 4.70 4.70 4.55 455 4.40 4.40
22.0 20.2m x 4.60t[20.2m X 4.60t | 20.2m x 4.5t | 20.2M X 4.451 |20.9m X 4301|120 2m = 4301
228
Main Boom Length (m) 25
Jib Boom Langth (m) 6.0 9.0 12.0
Oflsnt
P
‘:ﬂiﬁ Sgll 10 30 10 30 10 a0
{m)
55
B.0 B.1m X 25.5516.1m » 25.55t]6.1 M X 25.401|B.1m X 25.401]6.1m % 25 251|677 % 25251
7.0 20.95 20.95 20.80 20.80 20.65 20.65
8.0 17.30 17.30 1715 17.15 17.00 17.00
9.0 14.65 14.65 14.50 14.50 14.35 14.35
10.0 12.65 12.65 12.50 12.50 12,35 12,35
12.0 5.80 9.860 §.65 8.65 8950 | ;
14.0 7.85 7.85 7.70 7.70 7.55 755
16.0 6.45 §.45 6.30 6.30 6.15 B.15
18.0 5.40 5.40 5.25 5.25 5.0 510
20.0 4.50 §.60 4.45 4.45 430 4.30
220 3.95 3.05 3.80 3.80 3.65 365
PN 3.75 3.75 3.60 3.60 345 345
- : ; r @
NOTE:1. Crane capacities shown above are determined 5. Correlations between the nu'™ waights &¢
| according fo JIS and do not exceed 78 % of maximum rated loads, hook
tipping load with crane standing on a firm, lev- shown in the table below.
el surface. Forward stability is 1,15 or more. Load (1)
: Hoak | Hook Maxi gated
2. To calculate the maximum load that can actu- Rl e aximum = Falls
ally be lifted, deduct weight of all lifting acces- 3;; 1@ |5 Fals|a Fais|a Faiis|? -
i ; 13.0
sories, such as main hook, from figures shown 55.0 | 0.70 |2070] 26.0 | 195 >
above. S Toan 1o - o5 | 130
3. Counerweigt weighs 18.7 .. el . 20 4 %0 ' = | 130 =
4. Be sure to fully extend the side frames before 150 | 0.32 18 6.5
operating the machine, B.5 | 0.25

—345—



SPECIFICATIONS

MAIN BOOM RATED LOAD WITH JIB BOOM ATTACHED (JIS Rating) (2)

Unit : ¢
Moin Boom Length (m) 28
Jin Boom Lengih {m) 6.0 9.0 12.0 156.0
10 30 10 a0 10 a0 10 a0
5.7 22.35 22.35 2220 2220 23.05 22.05 21.90 21.80
7.0 20.50 20,90 20.75 20,75 20.50 20.60 20.45 20.45
8.0 17.25 17.25 17.10 1710 16.85 16.95 16.80 16.80
8.0 14.55 14.55 1440 74,40 14.25 14.25 14,10 14.10
10.0 12.55 12.55 1240 12.40 12.25 12.25 12,10 1210
T2.0 570 970 6.55 GES B.40 5.40 5.25 9.25
14.0 7.5 7.75 7.60 7.60 7.45 7.45 7.30 7.30
6.0 B.35 6.35 6.20 6.20 6.05 B.05 5.90 5.80
18.0 5.30 5.30 5.15 515 5.00 5.00 4.85 4.85
20.0 4.50 4.50 4.35 435 4.20 4.20 4.05 405 |
220 385 385 3.70 3.70 355 3.55 340 340
24.0 3.30 3.80 3.15 3.15 __ 4.0 3.00 285 285
26.0 lgs.4m X 5.001 | 25.4m = 3.00L| 25.4m * 2,551 |25.4m X 2,85t | 25.4M % 2.701|25.4M X 2.701| 25.4 X 2,551 | 25.4 X 2,681
28.0
Unit : t
Maln Boam Leagth (m) 3
Jib Boam Longth {m) 6.0 9.0 120 15.0
e
Working ™~ 10 10 30 10 30 10 30 10 0
tm} .
6.7 — -
7.0 7.3 X 19,751 |7.3m X 19,75 7.3 = 19.601]7.8m % 19.501 |7.3m % 19.451| 7.3M X 15.451|7.3m % 19.301 |7.3m % 19,300
B.0 17.20 17.20 17.05 17.05 16,80 16.90 16.75 16.75 ..
5.0 14.50 14.50 14.35 14.35 14.20 14.20 1408 405 =
10.0 12.50 1250 12.35 12.35 1220 12.20 12,05 12.08 .4
12.0 9.65 5.65 B.50 5.50 §.35 935 9.20 520
14.0 7.70 7.70 7.55 7.55 740 7.40 7.25 725 &
16.0 6.30 B.30 B.15 B.15 B.00 B.00 B.85 B85
18.0 5.25 5.25 5.10 5.0 4.95 4.85 4.80 4.0
20.0 .40 4.40 4.25 4.25 4.10 4.10 3.05 395
22.0 3.75 3.78 3.60 3.60 345 3.45 330 3,30
24.0 5.25 3.25 3.0 2.0 2.85 2.95 2.80 2,80
26.0 2.80 2,50 2.685 2.65 250 2.50 2.35 LR
28.0 240 2.40 235 2.25 2.10 2.10 1.95 1.85
NOTE:1. Crane capacities shown above are determined 5. Correlations between the number @
according to JIS and do not exceed 78 % of maximum rated loads, hook wetg-’il
tipping foad with crane standing on a firm, lev- shown in the table below. i
el surface. Forward stability is 1.15 or more.
2. To calculate the maximum load that can actu- Hook “‘}'GP:I Maxirmurm Rated Load (0
- - e _ maﬁ“}' eq .
ally be lifted, deduct weight of all lifting acces © m? 4 Falls |3 Fails |2 Falis|1.F
sories, such as main hook, from figures shown
above §5.0 | 0,70 |22.35 | 19.5 | 13.0 |-
3. Counerweight weighs 18.7 . 30.0 | 0.36 |22.35 | 19.5 | 13.0 :-'1
4. Be sure to fully extend the side frames before 150 | 0.32 150 | 130 ]
operaiing the machine. 6.5 | 0.26 i
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SPECIFICATIONS
MAIN BOOM RATED LOAD WITH JIB BOOM ATTACHED (JIS Rating) (3) Unit : ¢
Maln Boom Length fm) 34
Jik Baom Length {m) 6.0 8.0 12.0 15.0
; 10 30 10 an 10 a0 10 30
:'_ 7.8 17.65 17.65 17.50 17.50 17.35 17.35 17.20 i7.20
i 8.0 17.10 1710 16.95 16.85 16.60 76.80 16.65 16.65
9.0 14.45 1445 1430 14,30 14,15 14.15 14,00 14.00
10,0 T2.40 1240 1225 | 12,85 1210 1230 11.95 11.55 |
120 6.55 955 §.40 9.40 925 0.25 510 510
14.0 7.50 7.60 7.45 745 730 7.50 7.15 75
16.0 .20 6.20 6.05 B.05 5.50 5.90 575 5.75
18.0 5.15 5.15 5.00 5.00 485 4.85 ] 4,70
20.0 4.35 4.35 370 4,20 408 4.05 3.90 3.90
22.0 365 365 350 3.50 3.5 335 3.20 3.20
24.0 ENES 315 3.00 3.00 2.5 2,85 2.70 250
26.0 270 270 255 2.55 240 2.40 225 225
250 2.30 2.30 215 215 2.0 2.00 1.65 1.85
30.0 2.00 200 185 1.85 170 1.70 T.55 1.55
32.0 30,6 % 1.80t [30.6m X 1.50t[30.6m % 1.751|30.6m x 1.750 | 30.6m % 1.601 30.6m % 1.60t|30.6m X 1.451|30.6m > 1.451
350
Unit : t
Main Boom Langth {m) a7
Jits Boom Length (m) 6.0 8.0 12.0 15.0
Dﬁm‘
A )
Working ™\ Jrte 10 30 10 30 10 a0 10 30
{m}
78
8.0 8.4m % 15.851 [B.4m X 15,851|E.4m » 15.701|6.4m X 15,701 |B.4m % 15,551 8.4m x15.551[8.4m x 15.401|5.4m » 15 .40t
a0 4195 41.35 14.20 1320 14,08 14.05 T390 73.90
10.0 12,35 12.35 12.20 12.20 12.05 12.05 17.90 11.80
12.0 0.45 5.45 5.30 §.30 915 .15 9.00 5.00
4.0 7.50 7.50 7.35 7.35 7.20 720 7.05 7.05
6.0 610 .10 595 505 5.80 5.80 5.65 E65
8.0 505 5.05 490 4.90 475 475 4.60 4.50 ;
20.0 4.25 4.25 410 4.10 395 3.95 5.80 3.80 ;
22.0 355 355 240 340 335 335 310 310 i
240 a.08 3.08 2.50 290 278 2.75 250 2.60 !
26,0 2.60 260 245 245 230 2.30 215 215 i
Y38.0 2.20 220 205 205 1.90 1.90 1.786 1.75 i
300 1.90 1.90 1.75 1.75 1.60 1.60 145 145 i
32.0 1.60 T.60 145 1.45 1.30 1.30
33.0 33.2m X T.40t|33.2m x 1 40| 33.2m % 1.051|33,2m % 1,551 |
OTE:1. Crane capacities shown above are determined 5. Correlations between the number of falls, i
according to JIS and do not exceed 78 % of maximum rated loads, hook weights are
tipping load with crane standing on a firm, lev- shown in the table below.
el surface. Forward stability is 1.15 or more. Hook | Foak - il
2. To calculate the maximum load that can actu- cspasity| Weight|—r oo Réted Load (5
ally be lifted, deduct weight of all lifing acces- W | (@ |®Fals |2Falls |1 Fals Ié
sories, such as main hook, from figures shown 550 | 070 | 17.65 | 1.0 | - i
above. '
. . 20.0 | 036 | 17.685 | 130 - I
3. Counterweight weighs 18.7 . 50 1002 soc T oa =
4. Be sure to fully extend the side frames before : : 0 ik
operating the machine. 65 | 026 8.5 g
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SPECIFICATIONS
MAIN BOOM RATED LOAD WITH JIB BOOM ATTACHED (JIS Rating) (4) (
Unit : t
Main Boom Length (m) 40
Jib Baom Length (m) 6.0 2.0 12.0 15.0
Oizet
i le {*)
Working ™. 1% 10 30 10 20 10 30 10 30
{m}
9.0 14.25 14.25 14.10 14.10 13,85 13.05 13.60 13.60
10.0 12.25 12.25 12.10 1210 11.95 11.95 11.E0 11.E0
12.0 9.35 9.35 9.20 5,20 9.05 5.05 0.00 8.90
14.0 7.40 7.40 7.25 7.25 7.10 7.10 6.05 6.95
16.0 6.00 6.00 5.85 5.85 &.70 5,70 5.65 565
18.0 4.95 4.95 4.80 4,80 465 4.55 4.50 4.50
20.0 4,15 4.15 4.00 4.00 3.85 3.85 3.70 3.70
22.0 3,45 3.45 3.30 3.30 3.15 3.15 .00 3.00
24.0 2,85 2.95 2,80 2.80 2.65 2,65 2.50 2.50
26.0 2.50 2.50 2.35 2.35 2.20 2.20 2.08 2.05
28.0 210 2.10 1.85 1.95 1.80 1.80 1.65 1.65
30.0 1.75 1.75 1.60 1.560 1.45 1.45 1.30 1.30
32.0 145 1.45 1.30 1.30
34.0 1.20 1.20
38.0
Unit:t
Main Boom Length {m) 43
Jis Boom Lengih {m} 6.0 9.0 12.0 15.0
oo
Working ™~ 30'e () 10 30 10 a0 10 a0 10 30
{mi} :
9.0 5.6m % 13.001|8.6m  13.001|9.6M X 12,801 |5.6m = 12,901 |5.6m x 12.7 51 |9.6m = 12.75t|9.6m 12,601 [9.6m » 12.601].
10,0 12.20 12,20 12.05 12.05 11,50 11.90 11.756 11.79
12.0 .95 g.38 0.20 9.20 0.05 8.05 E.60 5.90
14.0 7.40 7.40 7.25 7.25 7.10 7.0 6.95 5.85
16.0 6.00 6.00 5.85 5.85 570 5.70 5.55 5.55
18.0 2.90 4.50 4.75 4.75 4.50 4.80 4.45 4.45 )
20.0 410 410 3.95 3.95 3.80 3.80 3.55 365
22.0 3.45 345 330 3.30 315 3.15 3.00 3.00 s
24.0 2.80 2.90 275 275 2.60 2.60 2.45 245 @
26.0 245 245 230 2,30 2.15 2.15 2.00
28,0 2.05 205 1.00 1.00 1.75 1.75 1.60
30,0 1.70 70 1.55 1.55 1.40 1.40 1.25
320 1.35 35 1.20 1.20
34.0 "
36.0
NOTE:1. Crane capacities shown above are determined 5. Correlations between the number of

according to JIS and do not exceed 78 % of
tipping load with crane standing on a firm, lev-
el surface. Forward stability is 1.15 or more.

2. To calculate the maximum load that can actu-
ally be lified, deduct weight of all lifling acces-
sories, such as main hook, from figures shown

above.

3. Counerweight weighs 18.7 1.
4, Be sure to fully extend the side frames before

operating the machine.

maximum rated loads, hook weights

shown in the table befow.
Hook | Hook | peevimum Rated Load 0
Capaciy¥Weight
{t) {t) 4 Falls | 2 Falls
55,0 | 0.70 | 14.25 13.0
a00 | 036 | 1425 13.0
150 | 032 | 1425 13.0
6.5 0.26
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1 4
B (=]
3
ﬁl- g Lifting Height
— PEiT] a
5550 o
- — Working Radius N Digging Depth |
M328-12003
Clamshell Bucket
m® 0.8M.0/1.2 Capacity(m®) |  Waight () Appiication
Allowed Maximum Gross Waight 6.0 0.8 Excav
Clamshiall Bucket and - 20 ation
Capiured Load Combined  1000kg 1.0 2.45 Excavation
oom Length m 10 19 1.2 a1 Excavation
&dmum Digging Depth m 36 1.2 24 Light service
PRort Rope Spaed mmin " T74/37
ning/Clasing Rope Speed  mimin " 74/37 Note: 1. 5! units are used for specifications. In paren-
Hoist Fope (el mimin - 60 thesis, conventional units are also indicated.
¢ awar) 2. Speeds marked with ™" should be referrad to
km'h *2.0M.6 only when the machine is used in clamshell
B operation. Alse, note that ™ marked vasiuss
kPa {kgficm") 69.6 (0.71) may vary depending on load applied.
t | 54.6 (with 10 m boom + 1.2m° 3. Specifications other than those shown above
bucket) are the same as those shown in the crawler

crane specifications section.
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SPECIFICATIONS J

CLAMSHELL WORKING RANGE (JIS Rating)

Boom Length m 10 13 1€ 15

Boom Angle {Dagree) | 35 45 55 85 35 &5 55 65 a5 45 55 B85 35 45 55 G5

Waorking Radius m| 84 | 83 | 70 [ 56 | 118 [104 | B7 | 68 (143 (126|105 | 81 | 168 | 147 | 122 | 94
Rated Load of Bucket T
Weight and Captured 6.00 | 6.00 | .00 | 6.00 | 6.00 | 6.00 | .00 | 500 ! 6.00 | .00 | 6.00 | 6.00 | 580 | 6.00 | 6.00 | 6.00
Load Combined (th
Mesimum Height of
Openad Bucket 2.0 4.3 | 4.5 5.4 a7 55 7.0 8.1 5.4 76 a4 [ 108 | 71 8.7 | 1189 | 136
(0.8 m? Bucketl) m
Mawdirmum Height of
EEJSI::? Bﬂﬁiﬁt} . 1.8 | 37 | 43 | 52 |35 | 653 |68 |79 |52 |74 |92 [106] 66 |95 117|134
Madmum Height of
a?g%d %%%Im} m 1.6 |28 |41 | 50 (33 |51 |68 | 77 |50 |72 | 80 {104 67 | 83 | 115 ] 132
NOTE: 1. Rated load for clamshell work is 90% of Crane Raled Loads.
2. Rated lpad of bucket weight and captured load combined is calculated as foliows:
Rated Load = Bucket Capacity (m ) ¥ Density of Captured Load (tim ) + Bucket Weight (t).
If & bucket heavier than specified (3.1 t Maximum) is used, the brake may "FADE," resulting from excessive heating of the
brake even when the rated load is less than specified.
3. Working radius is the horizontal distance from the swing cenfer to the center of gravily of a lifted load.
4. The maximum bucket weight allowed is 3.1 ¢
5. Counterweight weighs 18.7 ¢
6. Be sure fo fully extend the side frames before operaling the machine.
7. The helght of free fall operation which requires the braking operation shouwld vary depending on working condiions, such

as the bucket! weight, operation cycle ime, etc. However, limit the lifting height of free fall operation to within 10 m as a gen-
eral rule.
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